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Normal Efficiency (NE)  
Pellets & Larger Materials

• 1 piece construction
• Aluminum, Carbon Steel or Stainless Steel 
• From 200 CFM to 3400 CFM
• “Straight In” Inlet/Outlet
• Standard mounting brackets
• Top outlet can be piped to outside  
	 or dust collection
• Standard clockwise rotation

Options
• Counter clockwise Inlets/Outlets (HE)
• Access/Clean out doors 
• Multiple inlets
• Plain end & flanged Inlets/Outlets 
• Rotating tops (HE)

Customization available non-standard  
sizes and configurations

Cyclones

High Efficiency (HE)
Powders & Fine Materials

• Standard one piece construction
• Aluminum, Carbon Steel or Stainless Steel 
• From 200 CFM to 3400 CFM
• Standard sizes available from 12” to 41”
• Scrolled Inlet/Outlet minimizes wear
• Standard mounting brackets
• Less turbulence, less resistance
• Optional 3 piece construction for easy cleaning
• Standard clockwise rotation
•	4 mounting brackets included

HIGH EFFICIENCY 
(HE) THREE PIECE

HIGH EFFICIENCY 
(HE) ONE PIECE

NORMAL 
 EFFICIENCY

High efficiency  
(HE) Cyclone  
scroll Inlet/Outlet 
configuration

Normal Efficiency 
(NE) Cyclone 
Inlet/Outlet 
configuration


